Abstract -The disturbance of the blood flow close to the struts of a drug-eluting stent plays a leading role on the drug release towards the lumen and the arterial wall. The intra-stent flow is characterized by two recirculation zones upstream and downstream of the strut. The size of these stagnant regions depends on the flow parameters (Reynolds and Womersley numbers) and on geometrical parameters (stent design, artery diameter…). For the steady flow in an artery when the Reynolds number increases, the size of the downstream recirculation zone in the flow direction linearly increases and the size of the upstream recirculation zone decreases. The mass transfer in the vicinity of the stent strut is strongly coupled with the flow in these recirculation zones. Indeed these regions are places where high concentrations of the active ingredient can occur. They control the mean concentration and the spatial distribution of the drug in the arterial wall close to the stent. The upstream recirculation zone plays the role of a drug source diffusing the active ingredient towards the arterial wall. Inversely the downstream recirculation zone acts like a drug sink removing the active ingredient from the arterial wall. Far from the stent, the drug concentration in the arterial wall is mainly controlled by the mass transfer coming from the top of the stent.
Introduction
Drug eluting stents (DES) are commonly used in the treatment of coronary diseases and particularly to prevent intrastent restenosis. Today more than 500000 DES are implanted in the USA every year [1] . They are made of a metal scaffold coated with a polymer film acting like a reservoir of a pharmacologic agent. The efficiency of such a system is based on the transport of the active agent from the polymer towards the arterial tissue for an extended period of time. Several parameters are involved in this process: the nature of the drug and of the polymer, the stent design and the blood flow in this area. In vitro [2] [3] [4] and in vivo studies [5] [6] [7] have highlighted the role of the coating, the drug, its concentration, the drug release kinetics in transporting the drug towards the arterial wall. Nevertheless these studies often give only qualitative information and are for some of them not directly usable for the optimization of DES. Beside these studies, the numerical simulations are more and more helpful to provide answers in the understanding of such complex problems. Among the many numerical studies available, the influence of the intra-stent flow (recirculation zones, pulsatility…) is rarely studied [8] . In this paper, we investigate the influence of the Reynolds number on the recirculation zones and on their coupling with the mass transfer in a left coronary artery.
Numerical Models
In this study, we model the flow and the mass transfer corresponding to a human left coronary artery. We use a 2D axisymmetric geometric model of an artery equipped with a drug eluting stent (Fig.1) . The system consists of the arterial lumen, the arterial wall and a single drug eluting stent strut. This latter has a square cross-section of side = 100 in contact with the vascular wall. The arterial wall is supposed to be homogeneous, impermeable and with thickness = 5
. The faces of the drug eluting stent strut noted "a", "p" and "d" are in direct contact with the blood flow and that in ICBB 102-2 direct contact with the arterial wall is denoted "w". The "Ansys Fluent" software based on the finite volume method is used to simulate mass transfer coupled with the flow. The flow in the arterial lumen is assumed to be laminar, steady, incompressible and axisymmetric. The blood is assumed to be Newtonian. The boundary condition for the velocity profile at the inlet and outlet of the lumen domain is the Poiseuille profile:
With 0 = 0.16 / the mean velocity of flow in a left coronary artery [9] . The steady mass transfer in the arterial lumen is governed by the advection-diffusion equation:
With the diffusion coefficient in the arterial lumen, is the local concentration of active ingredient and , are the axial and radial components of the velocity vector ⃗ . In the arterial wall, the steady mass transfer is governed by the diffusion equation:
For the boundary conditions on the stent (faces "p", "d", "a" and "w") the no-slip condition for velocity and the normalized concentration (C = 1) are imposed. At the inlet and outlet of the domain (faces "left" and "right") a zero concentration (C=0) for the mass transfer is applied. On the proximal and distal wall-lumen interfaces (r = R), the boundary condition type "interface" is applied. This condition allows the continuity of the mass flow between the two "fluid" and "solid" domains. On the outer surface of the arterial wall in the solid domain (r = R + e), the adiabaticity condition is imposed (zero mass flux) and on the side surfaces of the solid domain (z = 0 and z = L), a zero concentration is imposed. Figure 2 on the left shows the concentration field in the lumen and in the arterial wall as well as the streamlines for = 106 in the immediate vicinity of the stent. We note that there is a coupling between the proximal and distal recirculation cells and the concentration of the active ingredient in the arterial wall. In the immediate vicinity of the stent, these recirculation flows disrupt the distribution of the concentration in the arterial wall under the stent. The proximal cell is small in size but is characterized by an area of high concentration "quite extensive". The distal cell is larger in size but characterized by a zone of high concentration "less extensive" than upstream of the stent. This results, under the stent at the interface "stent-arterial wall ", in an asymmetry of the concentration field slightly deformed towards the proximal side. Recirculation cells act in a different way for mass transfer. Figure 2 on the right shows the normalized mass flux density J + along the interface "lumen-wall" for Re = 106. In this figure, and represent respectively the lengths of the recirculation cells on the proximal and distal side. We see that J + > 0 in the proximal recirculation cell which corresponds to a flux directed from the arterial lumen to the arterial wall. Therefore this zone acts as a localized source of active ingredient for the arterial wall. Conversely in the distal recirculation cell, over a large part of the lumen-arterial wall interface, J + < 0 which corresponds to a mass flux directed from the arterial wall to the lumen. This zone therefore acts as a localized sink of active ingredient for the arterial wall. In Figure 3 we display the iso-values of concentration for Re = 106 and Re = 265. The concentration in the recirculation zones and in the arterial wall decreases as Re increases. Far from the stent, the concentration field is not symmetrical with a higher concentration on the distal side. This asymmetry results in the coupling between flow and mass transfer. As we have shown in another study [10] , the convection stretches the distal cell and contracts the proximal cell. The mass transfer coupled to these flows therefore follows the same behavior. In addition, the concentration field downstream of the stent strut is mainly due to the mass transfer from the face "a", which creates an area of higher concentration at the arterial wall which accentuates the asymmetry of the concentration field, on the distal side. To quantify this phenomenon, we have plotted in Figure 4 the mean concentration ̅ in the arterial wall as a function of the Reynolds number:
Results and Analysis
ICBB 102-4
With V t the volume of the arterial wall. A detailed analysis shows that the average concentration ̅ is essentially due to the concentration field downstream of the stent and particularly to that located downstream of the distal recirculation cell which results in the transfer of mass coming from face "a" of the stent. The overall decrease in ̅ when Re increases is related to the increase of the mass flux and to that of the convective mixture. 
Conclusion
In this paper we studied the coupling between the recirculation cells upstream and downstream of a stent strut and the spatial distribution of the active ingredient in the lumen and in the arterial wall. When Re increases, the size of the proximal cell decreases while that of the distal cell increases, which has an impact on the distribution of the concentration in the lumen and the arterial wall. In the immediate vicinity of the stent, these cells disrupt the mass transfer of the active ingredient to the arterial wall. The proximal cell acts as a source of active ingredient with a transfer directed from the lumen to the arterial wall. The distal cell acts as a sink of active ingredient with a transfer directed from the arterial wall to the lumen. Beyond the recirculation cells in the distal region, the concentration field is mainly governed by the mass flux coming from face "a" of the stent which is in direct contact with the main flow.
